Natural Impressions® Ashlarstone™ retaining wall was inspired
by traditional ashlar pattern of natural stone walls.

The lightweight Natural Impressions® Ashlarstone 4" x 12"
product is easy to install for landscaping projects up to 2
feet high, including buried course, but excluding the cap.* It’s

perfect for smaller-scale projects such as borders, planter rings,

raised gardens and small retaining walls.

Plus, this product features the original rear-lip block for quick
and easy installation.

*This height assumes level backfill and clean, compacted sand or gravel and no surcharge.
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No pins. No mortar.
No misalignments.

Rear-lip block, invented
by Anchor, makes
installation fast and
accurate. Anchor - the
original rear-lip product!




Wall Block Quantities

Exposed  Number Wall Length
Wall of

Height*  Courses** & 10’ 15’ 20’
0'8" 2 1 21 31 41
10" 3 16 31 46 61
14" 4 21 41 61 81
1'8" 5 26 51 76 102
2'0" 6 31 61 91 122

Cap Block Quantities
Wall Length

Wall Type 5 10’ 15’ 20’
Straight 6 10 16 20
Curved 6 12 18 23

* Including buried base course
** The full first course should be buried.

Units — Wall

50’
102
152
203
253

304

50’

50

55

Approximate Dimensions*** 4" x 12" x 7" 2" x 12" x 8"
Approximate Weight*** 22 Ibs. 14 lbs.
Coverage 0.33 sq. ft. 1.00 lin. ft.
Setback/System Batter 3/,"/10.6°

Minimum Inside Radius 4'0"

Minimum Outside Radius 2'6"

***Product dimensions are height by face length by depth. Actual dimensions and weights
may vary from these approximate values due to variations in manufacturing processes.
Specifications may change without notice. See your Anchor representative for

additional information.
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See anchordiamond.com for installation instructions.

The rear-lip block makes alignment easy. Just stack each block
with the rear lip facing down on the course below and pull block
forward until the lip touches the back of the lower block.

Cap block

Retaining
wall block

Leveling pad base




